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Cement Fixed Resistors

PHF1 & PHF2 Series

Part No. Wattage H±0.5 H1±0.5 D±0.5 D1±0.5 L±1 L1±3 Ø±0.05 Remark 

PHF1  4W 
4W / 8 / 7 20 30 0.8 

the leads could 
be specially 
designed 

according to 
customer's 
requirement 

PHF2  4W

PHF1  5W 
5W / 8 / 7 25 30 0.8 

PHF2  5W

PHF1  7W 
7W 10 8 9 7 25 30 0.8 

PHF2  7W

PHF1  9W 
9W 10 / 9 / 38 30 0.8 

PHF2  9W

PHF1  11W 
11W 10 / 9 / 50 30 0.8 

PHF2  11W

PHF1  17W 
17W 10 / 9 / 75 30 0.8 

PHF2  17W

Rated Power 4W~17W 

Resistance Range 1Ω~56KΩ

Tolerance J(±5%)     K(±10%) 

Temperature coefficient ±350ppm/ºC

Short-time overload ∆R/R ≤ ±(3%+0.05Ω), with no evidence of mechanical damage 

Dielectric withstanding voltage >2,000V 

Terminal strength No evidence of mechanical damage

Resistance to soldering heat ∆R/R < ±(1%+0.05Ω),with no evidence of mechanical damage

Load life ∆R/R ≤ ±5%,with no evidence of mechanical damage 

Performance Specification

Dimension (mm)

Dimension (mm)

Performance Specification

Temperature coefficient ±300PPM/ºC

Load life in humidity ∆R/R≤±(5.0%+0.05Ω), with no evidence of mechanical damage 

Solderability Min. 95% coverage

Temperature cycling ∆R/R≤±(2.0%+0.05Ω), with no evidence of mechanical damage 

Load life ∆R/R≤±(5.0%+0.05Ω), with no evidence of mechanical damage

Ultra-Low Value Cement Fixed Resistors

Part No. Type W±1 D±1 L±1 H±5 Ød±0.05 Rated Current Resistance Range

PRWUAW PRWU 10W 10.0 9.0 49.0 35.0 0.80 30A 0.01Ω~0.02Ω

PRWU15 PRWU 15W 12.5 11.5 49.0 35.0 1.00 40A 0.01Ω~0.039Ω

PRWU20 PRWU 20W 14.5 13.5 60.0 35.0 1.00 40A 0.01Ω~0.039Ω

PRWU25 PRWU 25W 14.5 13.5 64.0 35.0 1.00 40A 0.01Ω~0.051Ω
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