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NOTES UNLESS OTHERWISE SPECIFIED:

FABRICATE IAW IPC-6012, CLASS 2, CURRENT REVISION.

BOARD SHALL MEET THE INSPECTION CRITERIA OF IPC-A-600
CLASS 2, CURRENT REVISION.

USE ARTWORK 455562AW CURRENT REV LEVEL.
MATERIAL: FR4 .014 +.002 MIL, SHALL COMPLY TO
IPC—4101B/101 OR 121 MINIMUM.

FINISHED COPPER THICKNESS MINIMUM:
SHALL BE 2.60 MILS.

FINISH: ELECTROLESS IMMERSION TIN PER IPC—-4554, CATAGORY 3, COATING
DURABILITY (1 MICRON DEPOSIT THICKNESS MIN. OR 0.6 MICRON USABLE TIN MIN.)
NOTE: XRF DATA SHALL BE SUPPLIED WITH EVERY PRODUCTION LOT.

APPLY SOLDERMASK TOP SIDE ONLY OVER BARE COPPER (SMOBC),
SOLDER MASK SHALL COMPLY TO IPC-SM840, CLASS T.

ALL VIAS PLATED THROUGH.

SUPPLIER LOGO AND LOT NUMBER/DATE CODE SHALL
ONLY BE SILKSCREENED WITH NON—-CONDUCTIVE EPOXY
INK IN APPROX. LOCATION SHOWN.

MARK ARTWORK 455562AW, CURRENT REV LEVEL
APPROX. WHERE SHOWN.

V-GROOVE SCORING PROCESS TO FOLLOW DETAIL "A"
( SEE SHEET 2). CIRCUIT FABRICATOR TO BREAK ONE SUB—PANEL
FROM EACH LOT TO ENSURE PROPER SCORING ACHIEVED.

A MAXIMUM OF FIVE (5) X—-OUT ARE ALLOWED PER SUB—PANEL.

DESMEAR HOLES AND VIAS.
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DETAIL A [i2)

V—GROOVE SCORING

QTY PER DASH NO

ITEM PART OR
NO IDENT NO

CAGE
CODE

NOMENCLATURE OR SPEC/STD
DESCRIPTION

PARTS LIST

OR MATERIAL

UNLESS OTHERWISE SPECFIED; DIMENSIONS ARE IN INCHES,

XX DEC * .02
XXX DEC # .005

FINISH 63 RMS
vi2 0

TOLERANCES ON

ANGLES # 0° 30

224 COMMUNICATIONS, INC.
SAN JOSE, CALIFORNIA

MATERIAL:
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MIXER, MSOP-8

1

SIZE

D

CAGE CODE REV

14482 455562PC _
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